


ENVIROMETAL PAINT — MATERIAL SAFETY DATA SHEET ( continued )

EMERGENCY FIRST AID PROCEDURES

Eye Contact: Immediately flush eyes for 15 minutes occasionally lifting eyelids. If victim wears contact lenses, remove lenses and continue
rinsing. Clean lenses before reusing. If irritation continued, consult a physician. Skin Contaet: Wash effected area thoroughly with mild
soap and water. If irritation develops and persists, consult a physician. Inhalation: Move to fresh air if necessary. If irritation persists,
consult a physician. If victim is not breathing, artificial respiration should be administered by qualified personnel. Seek immediate medical
attention. Ingestion: If swallowed, give lots of water, and induce vomiting. If necessary consult a physician.

FIRE & EXPLOSION HAZARD DATA

Flash Point: 104° F ( 40°C) Minimum (Method - Setaflash) Fire Extinguishing Media:
LEL: Not determined (aqueous system) Use Class B and Class D extinguishers
UEL: Not determined (aqueous system) Special Fire Fighting Procedures:

Use breathing apparatus when fighting enclosed fires.

Unusual Fire and Explosion Hazard:
Dried solids can burn, giving of carbon dioxide, carbon monoxide, aluminum oxide, nitrogen oxide, ammonia and phosphorous oxide.
Aluminum flake can react with some acid and caustic solutions to form gas and heat.

REACGTIVITY DATA

This product is stable under normal (ambient) conditions and hazardous polymerization will not occur. Hazardous Decomposition Products:
Combustion of dried film may produce carbon dioxide and carbon monoxide. Conditions or Materials to Avoid: None.

SPILL OR LEAK PROGEDURES

Spill: Major spills should be collected for disposal. Minor spills may be flushed to sewer if permitted by local, state, and federal regulations.
Waste Disposal: Incinerate or bury in suitable landfills where permitted by appropriate government regulations.

SPECIAL PROTECTION INFORMATION

Respiratory Protection: Use appropriate MAHA/NIOSH approved respirator in areas with poor ventilation and when exposed to spray mists
or sanding dusts. Ventilation: General room ventilation is expected to be satisfactory. Use local exhaust if needed for mist or vapor.
Protective Gloves: Wear gloves impervious to water and soap. Eye Protection: Wear goggles if spraying and available eye bath.

Disclaimer: The information in this MSDS was obtained from sources we believe are reliable. However, the information is provided without any representation or warranty,
expressed or implied, regarding its accuracy or completeness. The conditions or handling, storage, use and disposal of the product are beyond our control and may be beyond
our knowledge. For this and other reasons, we do not assume responsibility and expressly disclaim liability for loss, damage or expense arising out of or in any way connected

with the handling, storage, use or disposal of this product. Disposal of containers should be in accordance with applicable federal, state and local laws and regulations.

Thank you for selection Scuffmaster.

technical support: 1.800.898.0219 documents: www.scuffmaster.com
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